
Discover the NEW
Lithium-ion
cordless tools range. 
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 Single sleeve keyless chuck  with auto-lock function

 4 brushes strong magnetic motor

 Extra-high tightening torque

 Battery protection circuit from overload damages

 Patented gear box with sealed part prevents oil-leakage

 Patented  spindle lock

 Brushless motor (only on specific models)

B3 PLUS LINE
High quality features products
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LITHIUM-ION
12V / 16V MAX / 20V MAX

+ Versatile: In our range you can
always find the right tool for your job.

+ Expandable: Our range grows
to follow our users needs.

+ Economical: In each voltage, one battery
and one charger suit the entire system.
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One battery fits all.

CT28001HX-4 BMC

CT25002-165HX-4 BMC

CT25003HX-4 BMC

CT23001-100HX-4 BMC

CT23001-125HX-4 BMC

CT23001-115HX-4 BMC
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CT26008HX-4 BMC

CT21075HMX-4 BMC

CT21076HQX-4 BMC

CT21076HMX-4 BMC

CT22021HX-4 TB

CT22015HX-4 TB

Models
24 product variants

Product 
Categories
Drills/drivers
Screwdrivers
Impact drills
Impact wrenches
Impact screwdrivers
Rotary hammers
Angle grinders.
Circular saws
Jig saws
Torch light

Charger
Quick charge

+12 +10
+1

+2 Battery
Packs 
2 Ah, 4 Ah
2 Battery capacity 



66

Smart interface.

Different types of power tools, can require different amounts of energy. This is the reason why, for the wireless power 
tools, it is necessary to optimize current flow based on absorption. The electronics regulate all the parameters in 
the best way to supply the necessary power without creating overloads, overheating and loss of efficiency.
Using a single battery for all the tools could have required penalizing compromises for some categories of product, 
however, thanks to a very accurate design and specific measures, we were able to get the same efficiency 
from the angle grinder as the screwdriver. The revolution that allowed us to do it is not only inside the accumulators 
themselves but also within our tools.
The electronic management of the battery has been divided into two separated boards, one on the tool and one 
on the accumulator block, which are able to communicate each other, coordinating the need for absorption 
and power of the tool, with supply possibility of the battery, that in this way can give the same performance and 
efficiency in every application, without compromise.
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Samsung 
SDI cells

All Crown cordless tools includes 2 battery packs 
equipped with Samsung SDI cells.
Samsung SDI’s Li-ion battery cells are world’s No.1 
Li-ion battery for power tools.
Their outstanding quality and safety contribute to the 
improved quality and performance of our power tools.
By using cells with the higher capacity and power, 
we can make battery packs of the same capacity 
with fewer cells, which allows for the production of 
lighter power tools.

Samsung SDI cells feature:
	 Improved safety, 
	 Energy efficiency, 
	 Charging capability, 
	 Higher performance, 
	 Higher quality.

With increased capacity, power tools can be used for a 
longer period of time with the same number of cells as 
the existing products.
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DRILLS / SCREWDRIVERS

Always the 
best choice.

CT21072HX-2 BMC CT21081H-2 BMC 
CT21081H-4 BMC

CT21082H-2 BMC 
CT21082H-4 BMC

CT21076HMX-2 BMC
CT21076HMX-4 BMC

Rated voltage 12 V 12 V 16 V Max. 20 V Max.

Battery capacity 2 Ah 2 / 4 Ah 2 Ah / 4 Ah 2 Ah / 4 Ah

Charging time 60 min 60 / 120 min 60 / 120 min 60 / 120 min

No-load speed 0-380 / 0-1250 min-1 0-380 / 0-1250 min-1 0-380 / 0-1250 min-1 0-400 / 0-1500 min-1

Torque 19 / 30 Nm 19 / 30 Nm 21 / 35 Nm 40 / 60 Nm

Chuck tight. range 0,8 - 10 mm 0,8 - 10 mm 0,8 - 10 mm 1,5 - 13 mm

Drilling output in steel 10 mm 10 mm 10 mm 13 mm

Drilling output in wood 28 mm 28 mm 32 mm 40 mm

Max screw diameter 6 mm 6 mm 7 mm 10 mm

Weight 0,96 Kg 1,08 / 1,24 Kg 1,24 / 1,44 Kg 1,56 / 1,82 Kg
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CT21072HX-2 BMC CT21081H-2 BMC 
CT21081H-4 BMC

CT21082H-2 BMC 
CT21082H-4 BMC

CT21076HMX-2 BMC
CT21076HMX-4 BMC

Rated voltage 12 V 12 V 16 V Max. 20 V Max.

Battery capacity 2 Ah 2 / 4 Ah 2 Ah / 4 Ah 2 Ah / 4 Ah

Charging time 60 min 60 / 120 min 60 / 120 min 60 / 120 min

No-load speed 0-380 / 0-1250 min-1 0-380 / 0-1250 min-1 0-380 / 0-1250 min-1 0-400 / 0-1500 min-1

Torque 19 / 30 Nm 19 / 30 Nm 21 / 35 Nm 40 / 60 Nm

Chuck tight. range 0,8 - 10 mm 0,8 - 10 mm 0,8 - 10 mm 1,5 - 13 mm

Drilling output in steel 10 mm 10 mm 10 mm 13 mm

Drilling output in wood 28 mm 28 mm 32 mm 40 mm

Max screw diameter 6 mm 6 mm 7 mm 10 mm

Weight 0,96 Kg 1,08 / 1,24 Kg 1,24 / 1,44 Kg 1,56 / 1,82 Kg

Powerful and versatile.

Variable speed trigger
with electric brake

Equipped with battery protection circuit: designed to protect the battery from 
damages due to over discharge, high temperature or current overload

Single sleeve keyless chuck 
allows for an easy one hand
bit installation/removal

Double speed:
for maximum precision

Soft rubber grip:
for longlastig comfort

4 brushes strong 
magnetic motor

Variable speed trigger
with electric brake

Single sleeve keyless chuck 
allows for an easy one hand
bit installation/removal

Soft rubber grip:
for longlastig comfort

4 brushes 
magnetic motor
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DRILLS / SCREWDRIVERS 
with QUICK CHANGE CHUCK

Perfect at
every angle.

10



11

CT21072HQX-2 BMC CT21081HQ-2 BMC 
CT21081HQ-4 BMC

CT21082HQ-2 BMC 
CT21082HQ-4 BMC

CT21076HQX-2 BMC
CT21076HQX-4 BMC

Rated voltage 12 V 12 V 16 V Max. 20 V Max.

Battery capacity 2 Ah 2 / 4 Ah 2 Ah / 4 Ah 2 Ah / 4 Ah

Charging time 60 min 60 / 120 min 60 / 120 min 60 / 120 min

No-load speed 0-380 / 0-1250 min-1 0-380 / 0-1250 min-1 0-380 / 0-1250 min-1 0-400 / 0-1500 min-1

Torque 19 / 30 Nm 19 / 30 Nm 21 / 35 Nm 40 / 60 Nm

Chuck tight. range 0,8-10 mm 0,8 - 10 mm 0,8 - 10 mm 1,5 - 13 mm

Tool holder type 1/4” hexagonal 1/4” hexagonal 1/4” hexagonal 1/4” hexagonal

Drilling output in steel 10 mm 10 mm 10 mm 13 mm

Drilling output in wood 28 mm 28 mm 32 mm 40 mm

Max screw diameter 6 mm 6 mm 7 mm 10 mm

Weight 1,01 Kg 1,13 / 1,29 Kg 1,3 / 1,5 Kg 1,99 / 2,25 Kg

 Quick change chuck can install different 
 attachments according each different job. 
 Patented spindle lock raise up the precision of the 

 whole gear system.
 2 mechanical gears combined with variable speed 

 controlled by trigger ensure maximum control.
 Electrical brake for maximum safety.

 Patented gear box with sealing ensures no oil-
 leakage.
 LED light for working in low visibility conditions.
 Battery 4-stage gauge to check battery charge 

 level.
 Each side of the tool is equipped with anti-fall 

 cushion to protect the tool to drop down or slide.

MAIN FEATURES:

Freedom of movement.
 You can choose between single sleeve 

keyless chuck, angular adapter, bit holder and 
offset angle adapter. 
The different attachements can be used together 
or independently.

*CT21072HQX-2 BMC / CT21081HQ / CT21082HQ 
**CT21076HQX

******* *
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SCREWDRIVERS

Compact and flexible.

Variable speed trigger
with electric brake

LED light for working 
in low light conditions

Comfortable soft rubber grip:
for longlasting comfort during job

Reverse rotation
control switch

Double speed:
for maximum precision

CT21072HBX-2 BMC CT21081HB-2 BMC 
CT21081HB-4 BMC

CT21082HB-2 BMC
CT21082HB-4 BMC

Rated voltage 12 V 12 V 16 V Max.

Battery capacity 2 Ah 2 / 4 Ah 2 Ah / 4 Ah

Charging time 60 min 60 / 120 min 60 / 120 min

No-load speed 0-380 / 0-1250 min-1 0-380 / 0-1250 min-1 0-380 / 0-1250 min-1

Torque 19 / 30 Nm 19 / 30 Nm 21 / 35 Nm

Tool holder type 1/4” hexagonal 1/4” hexagonal 1/4” hexagonal

Max screw diameter 6 mm 6 mm 7 mm

Weight 0,96 Kg 0,99 / 1,15 Kg 1,16 / 1,36 Kg

Comfortable soft rubber grip:
for longlasting comfort during job

Double speed:
for maximum precision
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SCREWDRIVERS

Compact and flexible.
IMPACT DRILLS

Professional impact.

CT21075HMX-2 BMC
CT21075HMX-4 BMC

Rated voltage 20 V Max.

Battery capacity 2 Ah / 4 Ah

Charging time 60 / 120 min

No-load speed 0-400 / 0-1500 min-1

Torque 40 / 60 Nm

Chuck tightening range 1,5-13 mm

Drilling output in concrete 16 mm

Drilling output in steel 13 mm

Drilling output in wood 40 mm

Weight 1,62 / 1,88 Kg

 Single sleeve metal chuck with auto-lock enables 
 heavy duty applications and bits installation by one hand. 
 Aluminum front cover and 4 brushes strong magnetic 

 motor for maximum reliablility.
 2 mechanical gears combined with variable speed 

 controlled by trigger ensure maximum control.
 Side handle with rubberized soft grip, makes the tool 

 easy to control and more comfortable.
 LED light for working in low visibility conditions.
 Battery 4-stage gauge to check battery charge level.
 Electrical brake for maximum safety.
 Each side of the tool is equipped with anti-fall cushion 

 to protect the tool from drop down or slide.

MAIN FEATURES:
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IMPACT WRENCHES / SCREWDRIVERS

The shortest and lightest.

CT22015HX-4 TB CT22021HX-4 TB

Rated voltage 20 V Max. 20 V Max.

Battery capacity 4 Ah 4 Ah

Charging time 120 min 120 min

No-load speed 0-2100 min-1 0-2100 min-1

Impact rate 3200 min-1 3200 min-1

Max. torque 300 Nm 300 Nm

Tool holder type 1/2" square 1/4" hexagonal

Max bolt diameter M12 M12

Max nut diameter M22 M22

Weight 1,8 Kg 1,79 Kg

Heavy duty impact block: 
for higher torque.

Double seal ring: 
ensures no  oil-leakage.

Whole frame motor: 
avoids friction between 
rotor and stator, 
increasing durability.

Led worklight:
an optimum view
of the workplace.

 BRUSHLESS MOTOR
Brushless DC electric motors 
have permanent magnets which 
rotate around a fixed armature, 
an electronic controller replaces
the brush/commutator assembly
of the brushed DC motor.
They offer several advantages: 
high torque to weight ratio, 
more torque per watt (increased 
efficiency), reduced noise, 
longer lifetime, and reduced 
maintenance operation.

Led worklight:
an optimum view
of work position.
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IMPACT WRENCHES / SCREWDRIVERS

The shortest and lightest.

Double seal ring: 
ensures no  oil-leakage.

4 MODES: 

 Drilling (wood, metal, 
 plastic).

 Impact drilling 
 (masonry and concrete).

 Chiselling (plaster 
 removal, ceramic  

  coatings or chiselling 
  of cable ducts).

 Vario-lock (to set the 
 chisel position).

ROTARY HAMMERS

More power, smaller size.

CT28001HX-2 BMC
CT28001HX-4 BMC

Rated voltage 20 V Max.

Battery capacity 2 / 4 Ah

Charging time 60 / 120 min

No-load speed 0-1400 min-1

Impact rate 0-4500 min-1

Single stroke power 1,7 J

Chuck type SDS PLUS

Drilling in concrete 18 mm

Drilling in steel 13 mm

Drilling in wood 20 mm

Weight 2,04 / 2,2 Kg

4 functions: drilling, impact drilling,
chiselling, vario-lock. 

One touch slide 
chuck: designed
for SDS PLUS bits. Anti-vibration handle: 

decoupled handle
for low user fatigue.

Constant speed control: 
raises up the driving efficiency.

Led worklight:
an optimum view
of work position.

Whole metal frame 
motor: avoids friction 
between rotor and stator, 
ensuring more durability.

BMS: designed to protect the battery against
overloading, overheating and deep discharge.



16

 Angular adjustment fixed by 2 bolts for maximum
 precision.
 Smooth dust extraction thanks to easy connection

 with vacuum cleaner.
 Automatic speed control technology adjusts 

 the cutting speed according to load conditions
 for optimum cutting performance.
 Electrical brake for maximum safety.
 Well positioned center of gravity for a good 

 balance and comfortable operations.
 Rubberized soft grip for greater comfort.
 Battery 4-stage gauge to check battery charge level.
 Larger base than current models, in order to ensure

 more stable operation.

MAIN FEATURES:
CT25002-165HX-2 BMC
CT25002-165HX-4 BMC

Rated voltage 20 V Max.

Battery capacity 2 Ah / 4 Ah

Charging time 60 min

No-load speed 4800 min-1

Min. Ø of circular saw blade 165 mm

Max. Ø of circular saw blade 165 mm

Bore Ø of circular saw blade 20 mm

Max. thickness of circular saw blade 1,6 mm

Max. cutting depth by 90° 57 mm

Max. cutting depth by 45° 41 mm

Weight 3,44 / 3,6 Kg

CIRCULAR SAWS

The best in cutting class.

Easy blade change:
throught the practical 

clamp with only one hand.
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CIRCULAR SAWS

The best in cutting class.
JIG SAWS

Compact and powerful.

CT25003HX-2 BMC
CT25003HX-4 BMC

Rated voltage 20 V Max.

Battery capacity 2 Ah / 4 Ah

Charging time 60 / 120 min 

Stroke rate at no-load 0-3500 min-1

Length of stroke of the blade 25,4 mm

4 stage pendulum *
Max tilt of body (L/R) 45° / 45°

Cutting ability in wood 85 mm

Cutting ability in aluminum 20 mm

Cutting ability in steel 10 mm

Weight 2,64 / 2,8 Kg

Lock-on switch: to comfortable
work continuously.

Rubber soft grip: 
increases comfort 
during the job.

1-6 shift variable speed: 
allows to set the optimal
speed for the working material.

4 stage pendulum: 
raises up the cutting 
efficiency.

Easy blade change:
throught the practical 

clamp with only one hand.

Flat and high strength metal 
base: ensure the planarity and 
improve the cutting precision.

BMS: designed to protect the 
battery against overloading, 
overheating and deep discharge.

 4 Stage pendulum action
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ANGLE GRINDERS

Highest level of power.

CT23001-100HX-2 BMC
CT23001-100HX-4 BMC

CT23001-115HX-2 BMC
CT23001-115HX-4 BMC

CT23001-125HX-2 BMC
CT23001-125HX-4 BMC

Rated voltage 20 V Max. 20 V Max. 20 V Max.

Battery capacity 2 Ah / 4 Ah 2 Ah / 4 Ah 2 Ah / 4 Ah

Charging time 60 / 120 min 60 / 120 min 60 / 120 min

Rated speed 8000 min-1 8000 min-1 8000 min-1

Max. Ø of cutting disc 100 mm 115 mm 125 mm

Max. Ø of grinding disc 100 mm 115 mm 125 mm

Max. Ø of sanding plate 100 mm 115 mm 125 mm

Max. Ø of circ. wire brush 65 mm 75 mm 75 mm

Max. Ø of cup wire brush 65 mm 75 mm 75 mm

Spindle thread M10 M14 M14

Weight 1,54 / 1,7 Kg 1,59 / 1,75 Kg 1,64 / 1,8 Kg

 Patented anti-dust brushless motor prevent the 
 magneting attracting of metal powder.
 Protective guard with quick clamp for an easy 

 regulation.
  Electrical brake for maximum safety.
 Detachable dustproof net for an easy and 

 perfect cleaning.

 Automatic speed control technology adjusts 
 the speed and torque during operation.
  Restart protection prevents unexpected start-up 

 when the motor is connected with the battery.
  Rubberized soft grip ensures greater comfort.
  Battery 4 stage LED gauge to check battery 

 charge level.
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ANGLE GRINDERS

Highest level of power.
TORCHES LIGHT

Light your work. 

Rotatable head:
can be tilted at any angle.

Belt clip

5 position pivot light:
with positive stops at -80,

 -30, 0, +30, +80 degrees.

Ergonomic soft grip: 
increases comfort.

Battery 4-stage gauge
to check battery charge level.

 4W Led light

 Rotatable head

CT26008HX-2 BMC
CT26008HX-4 BMC

Rated voltage 20 V Max.

Battery capacity 2 Ah / 4 Ah

Charging time 60 / 120 min

Led power 3 W

Head rotating angle 0° / 60°
Body rotating angle -80° / +80°
Weight 0,8 Kg



Merit Link International AG
Via Giulia 25/A
CH-6855 Stabio
Switzerland

Discover more
on our website

www.crown-tools.com




